THERMAL MOVEMENT REQUIREMENT

X'mm = (0.0010 x L) + Y*+ 15 mm FOR STUCCO EMBOSSED OR LIGHT COLOURED SHEETS

X"mm = (0.0015 x L) + Y*+ 15 mm FOR DARK COLOURED SHEETS

*¥Ymm = VENTILATION SPACE REQUIREMENT (VENTILATED ROOFS ONLY)

'L' = KALZIP SHEET LENGTH (m)

> 100 mm < 275 mm x GAUGE OF KALZIP **

EAVES FOAM FILLER, CLOSED CELL, CROSS
LINKED POLYETHYLENE FOAM MIN. DENSITY
30 kg/m3, OR E.P.D.M.

\\ KALZIP SHEET

* MAXIMUM DIMENSION MAY BE
INCREASED TO 550 x GAUGE OF KALZIP ON
STEEP PITCHED ROOFS WITH NO
POSSIBILITY OF FOOT TRAFFIC OR WHERE
\ ADDITIONAL CONTINUOUS SUPPORT IS
GIVEN TO THE UNDERSIDE OF THE KALZIP

—

i
] TOWARDS THE END OF THE SHEET
‘

EXTRUDED ALUMINIUM DRIP ANGLE
70 x 30 x 2 mm (202) OR 40 x 20 x 2 mm (074), 20

RIVETTED TO KALZIP THROUGH EAVES
FOAM FILLER, WITH ©@4.8 mm x 14.6 mm
LONG ALUMINIUM BLIND SEALED TYPE
RIVETS (WITH STAINLESS STEEL MANDREL).
FOR LOCATION AND FREQUENCY OF RIVETS
REFER TO DRG. No. STD-2-02

OF KALZIP SHEETS OCCUR TO ENABLE GROUPS OF
DIFFERING SHEET LENGTHS TO MOVE INDEPENDENTLY OF

EACH OTHER

N.B. DRIP ANGLE IS TO BE CUT WHERE DIFFERING LENGTHS

ROOF PITCH > 1° (BOWED RIDGE)

ROOF PITCH > 1.5° (FLASHED RIDGE)

- |
E-CLIP
ALUMINIUM GUTTER COUNTER
FLASHING/CLOSURE FLASHING,
ETC. (DEPENDENT ON DETAIL)
‘X' mm
{20 mm MINJ GUTTER
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