KALZIP GABLE FIXING DETAIL

SETTING OUT DIMENSION

KALZIP MODULE

GABLE END CLIP SCREWED TO ST. CLIP

2 No. @6.3 mm x 19 mm LONG STAINLESS STEEL
SELF TAPPING SCREWS COMPLETE WITH
@16 mm STAINLESS STEEL / E.P.D.M. BONDED
WASHERS. INCLINED FIXING

STANDARD GABLE FLASHING DETAIL

ALUMINIUM GABLE END

4.8 mm APPROX. 12 mm LONG
ALUMINIUM BLIND SEALED TYPE RIVETS
(WITH STAINLESS STEEL MANDREL)

GABLE END CHANNEL (KB 11792) RIVITTED
TO KALZIP SEAM AT APPROX. 400 mm CENTRES
DO NOT RIVET AT ST. CLIP POSITION

KALZIP SHEET

/.

ST. CLIP

TOLERANCE GABLE FLASHING DETAIL

ALUMINIUM GABLE END

1. All Dims in mm Unless Otherwise Stated

2. Do Not Scale From This Drawing

3. Isolate All Dissimilar Materials With Barrier Tape
4. If in Doubt, ASK
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Kalzip Gable Fixing Detail & Flashing Dimensions
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