ROOF PITCH > 1.5°

ALUMINIUM RIDGE FLASHING RIVETTED TO
'U' TYPE RIDGE CLOSURES AT NOT MORE
THAN 305 mm CENTRES WITH @4.8 mm

x APPROX. 12 mm LONG ALUMINIUM BLIND
SEALED RIVETS (WITH STAINLESS

STEEL MANDREL), OR @5 mm x APPROX.
20 mm LONG ALUMINIUM 'BULB-TITE' TYPE
NEOPRENE SEALED RIVETS (WITH
ALUMINIUM

MANDREL). RIVET TYPE TO BE DETERMINED

BY GAUGE, LENGTH AND SHAPE OF
FLASHING

FIXED POINT
REFER TO DRG. TIS-05-01

87 mm

45 mm

ALUMINIUM RIDGE FLASHING.
FLASHING MAY BE FABRICATED
TO VARYING PROFILES TO SUIT
AESTHETIC REQUIREMENTS

6 mm

IQU‘

7 45 mm

RIDGE CLOSURE

720._._m - FOR RIDGE FIXING DETAILS REFER TO DRG. m._.U-‘_-o:

w

CONTINUOUS EXTRUDED 50 x 6 mm
ALUMINIUM FLAT BAR (0217), OR

22 x 6 mm ALUMINIUM FLAT BAR
(0403) RIVETTED TO KALZIP
SEAMS WITH @4.8 mm x APPROX.

15 mm LONG ALUMINIUM BLIND SEALED
TYPE RIVETS (WITH STAINLESS STEEL

MANDREL).

DO NOT RIVET AT ST. CLIP POSITIONS

ALTERNATIVE RIDGE FLASHING SUPPORT

E-CLIP

KALZIP SHEET

~SUPPORT TO BE GIVEN TO RIDGE
FLASHING BY CONTINUOUS EXTRUDED
ALUMINIUM 'Z' PROFILE (11950)

| RIVETTED TO KALZIP SEAMS WITH

@4.8 mm x APPROX. 12 mm LONG
ALUMINIUM BLIND SEALED TYPE RIVETS
(WITH STAINLESS STEEL MANDREL).

DO NOT RIVET AT ST. CLIP POSITIONS

N.B. THIS DETAIL IS APPLICABLE WHEN NO
VENTILATION IS REQUIRED AT RIDGE
POSITION AND WHEN 'FIXED POINT'
HAS BEEN INTRODUCED AT RIDGE CLIPS
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