Kalzip Standing Seam Roof.

ST Clips With Thermal Pads.

Fixed Point.

Ridge Closer With Profiled

Extruded Spacer Profile.

Vapour Control Layer Dressed
Under Front Of Out-Riggers &
Back To Inner Face Of

Fascia Panel.

Alu. Mono Ridge/Soffit Flashing

Continuous Galvanised Steel Top-Hat
Cleader Rail.

Galvanised Steel Inner Closer
Flashing.

Alu. Polester Powder Coated Insulated
Fascia Panel.

Continuous Mill Finished Alu. Retaining
Angle To Fascia Panel.

Windows By Others.

er.

Corafil Or

Kalzip Insulation

Kalzip Vapour Control Layer.

Continuous Alu. Top-Hats Laid

Diagonally Across Decking.

Rigid Acoustic Board.

Structural Steel Decking (Web
Perforated) With White Poly Liner
Finish To Underside.

ST Clips With Thermal Pads.

Deck To Be Cut Around Columns &
Stiffended With Galvanised Steel
Angles.

Galvanised Steel Support/Stiffening

Bracket To Edge Of Decking.

Decking Corrigations Infilled

Corafil Or Similar

—_—

*For Information®

Notes
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All Dims in mm Unless Otherwise Stated
Do Not Scale From This Drawing

Isolate All Dissimilar Materials With
Barrier Tape

If in Doubt, ASK

Kalzip @

ATata Steel Enterprise
Kalzip Ltd
Haydock Lane, Haydock, St. Helens
MERSEYSIDE, WA11 9TY

Tel: 01942 717072
Fax: 01942 715713

This drawing is copyright and is issued on the express condition
that it is not to be copied or disclosed by or to any unauthorised
person or firms without prior consent in writing from Kalzip.
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