STANDARD RIDGE

NOTE:

ALL COMBUSTIBLE MATERIAL ARE TO BE
REMOVED FROM THE VICINITY OF THE JOINT TO
ENSURE THAT THERE WILL BE NO FIRE RISK DUE
TO SITE WELDING

TAPERED FLASHING PANEL LAPPED OVER
CUT DOWN KALZIP SHEET & FULLY WELDED

DETAIL
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SECTION A-A

TAPERED FLASHING PANEL LAPPED OVER
CUT DOWN KALZIP SHEET & FULLY WELDED

FABRICATED FINIAL TO END OF RIDGE FLASHING

FINIAL TO BE FIXED TO RETURN OF TAPERED PANEL
THROUGH COMPRESSIBLE SEALING STRIP

SHOP WELDED STOP END & RETURN TO TAPERED PANEL

\\._.Zum_ﬂmo ALUMINIUM FLASHING PANELS

TAPERED FLASHING PANELS WELDED
TO TAPERED KALZIP

TAPERED KALZIP SHEETS

STANDARD RIDGE FLASHING

RIVET FIXING

COMPRESSIBLE SEALING STRIP
FINIAL /
| /
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SECTION C-C

|\\\§._.>_umxm_u FLASHING PANEL
HIGH DENSITY INSULATION

C A —
FABRICATED FINIAL TO | ,//,,//,,
SECTION B-B END OF RIDGE FLASHING M/M
SET OUT KALZIP SHEETS ON C/L OF CONICAL e /////
AREA & LAY ON RADIAL LINES IN NN
BOTH DIRECTIONS // // TAPERED FLASHING PANELS
B // // WELDED TO TAPERED KALZIP
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PLAN VIEW Kalzip Standard Details
TAPERED KALZIP SHEETS Client:
Kalzip Ltd
Kalzip Ltd Title:
1. All Dims in mm Unless Otherwise Stated - ® Haydock Lane, Haydock, St. Helens Tapered Roof Apex Detail
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